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RECOGNIZE AND REPORT UNSAFE CONDITIONS

Storage rack safety awareness saves lives!
REMOVE FROM SERVICE AND REPAIR WHEN:

REPAIR
if horizontal plane 

of strut is deflected 
greater than ½"

REPAIR
if diagonal 

deflection of strut 
is deflected greater 

than ½"

COLUMN

STRUT

FOOTPLATE

LOAD BEAM

REPAIR if 
front to 

back 
deflection 
is greater 
than ½"

REPAIR if 
down 
aisle 

deflection is 
greater 
than ½"

REPAIR if 
corner

deflection 
is greater 
than ½"

REPAIR
if missing or 

torn struts, or 
broken welds

REPAIR
if footplate is 

twisted greater 
than ½"

REPAIR
if loose or 
missing 
anchors

REPAIR
if sheared or 

missing

REPAIR
if beam is 
damaged

REPAIR
if disengaged 
or damaged 
beam end 

plates

REPAIR
if missing or 

damaged 
safety clips

DEFLECTIO
N GAP

When the beam is loaded with 
product and bends down more 
than the allowable deflection, 
the beam must be replaced.

Reference Standard:
LENGTH 
OF BEAM

180 
= ALLOWABLE 

DEFLECTION

EXAMPLE: 96”/180 = .53”

Online Rack 
Inspection Tool

Use this tool for a quick 
check for rack damage.
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